






















































































































































































































































































































































































































































































































































































































































































































































































































































































































































































90°

B

J

226
276

326

Ø 90

Ø 90

Ø 90

ZNOW 22
1100-BB(B)-065-00-(J) 

1100-BB(B)-EFF00H-00-(J)-K

ZNOW 27
1101-BB(B)-065-00-(J) 

1101-BB(B)-EFF00H-00-(J)-K

ZNOW 32
1102-BB(B)-065-00-(J) 

1102-BB(B)-EFF00H-00-(J)-K

BB(B) COLORS

02  Black
03  White
101  Soft Pink
103 Soft Blue
104 Soft Green
124 Kaki
140 Old Pink
141 Terracotta Red
142 Oxide Red
111 Brass Finish
112 Gold Finish
137 Bronze Finish

RAL color on request

CCC TYPE GU10 065 LED (MAX 7,5 W)

EFF CRI • LUMENOUTPUT
910 >90 CRI • 1100 Lm / 250 mA / 8,3 W
915 >90 CRI • 1500 Lm / 350 mA / 11,6 W

H COLOR TEMP.
2 2700 K
3 3000 K 

K DRIVER 

1 No driver
0 Non dimmable (intern)
2 Dimmable 1-10 V (extern)
3 Dali (extern)

(J) MIRROR optional 1 rotatable mirror

Alu 960° LED
CC

IP20

476



90°

B

J

ZNOW JR 16
1105-BB(B)-065-00-(J) 

1105-BB(B)-90700H-00-(J)-K

ZNOW JR 19
1106-BB(B)-065-00-(J) 

1106-BB(B)-90700H-00-(J)-K

ZNOW JR 24
1107-BB(B)-065-00-(J) 

1107-BB(B)-90700H-00-(J)-K

BB(B) COLORS

02  Black
03  White
101  Soft Pink
103 Soft Blue
104 Soft Green
124 Kaki
140 Old Pink
141 Terracotta Red
142 Oxide Red
111 Brass Finish
112 Gold Finish
137 Bronze Finish

RAL color on request

CCC TYPE GU10 065 LED (MAX 7,5 W)

EFF CRI • LUMENOUTPUT 907 >90 CRI • 780 Lm / 250 mA / 8,7 W

H COLOR TEMP.
2 2700 K
3 3000 K 

K DRIVER 

1 No driver
0 Non dimmable (intern)
2 Dimmable 1-10 V (extern)
3 Dali (extern)

(J) MIRROR optional 1 rotatable mirror

Alu 960° LED
CC

IP20

165
190

240

Ø 60

Ø 60

Ø 60

ZNOW 477





ZQUARE 479



ZQUARE 1
922-BB(B)-906GGH-K

ZQUARE 2
924-BB(B)-906GGH-K

ZQUARE 3
926-BB(B)-906GGH-II(I)-K

B B

I

52

52

65

50
50

107

55

65

50

B

480



ZQUARE 4
927-BB(B)-906GGH-II(I)-K

ZQUARE MOVE
928-BB(B)-906GGH-II(I)-K

BB(B) COLORS

02  Black
03  White
101  Soft Pink
103 Soft Blue
104 Soft Green
124 Kaki
140 Old Pink
141 Terracotta Red
142 Oxide Red
111 Brass Finish
112 Gold Finish
137 Bronze Finish

RAL color on request

EFF CRI • LUMENOUTPUT 906 >90 CRI • 600 Lm / 350 mA / 6,4 W

GG REFLECTOR
22 22°
34 34°
54 54°

H COLOR TEMP.
2 2700 K
3 3000 K

II(I) COLOR PLATE

02  Black
03  White
110 Brass 

RAL color on request

K DRIVER 

1 No driver
0 Non dimmable (extern)
2 Dimmable 1-10 V (extern)
3 Dali (extern)
4 Phase cut (extern)

Alu

ZQUARE

52

105

65

50
52

50

B

B

I

I

365° 80°

960° LED
CC

IP20UGR

481



TECHNICAL



03 White

112 Gold Finish

140 Old Pink

101 Soft Pink

02 Black

111 Brass Finish

137 Bronze Finish

141 Terracotta Red

103 Oxide Red

124 Kaki

103 Soft Blue

68  Copper finish

104 Soft Green

COLORS 483



https://3dwarehouse.sketchup.com

3D Warehouse - Sketchup library

E27 FILAMENT-LAMP 

  
G45 - 45 x 73mm

180-7500-044527 
4W, 2700K, 400lm, triac dimmable, clear

 

A60 - 60 x 105mm

180-7500-044527 
4W, 2700K, 400lm, triac dimmable, clear

180-7500-066027 
6W, 2700K, 600lm, triac dimmable, clear

180-7500-086027 
8W, 2700K, 800lm, triac dimmable, clear

 

G80 - 80 x 125mm

180-7500-068027 
6W, 2700K, 600lm, triac dimmable, clear

T45 - 45 x 110mm

180-7500-02T4527 
2W, 2200-2700K, 210lm, triac dimmable, clear

 
G95 - 95 x 135mm

180-7500-069527
6W, 2700K, 600lm, triac dimmable, clear

180-7500-069527-0
6W, 2700K, 600lm, triac dimmable, opal

 
G125 - 125 x 175mm

180-7500-0612527
6W, 2700K, 540lm, triac dimmable, clear

LAMPS484



CEILING PROFILES

600

1400

600100 100

50

600

1400

600100 100

50

CEILING PROFILE - 3P double

CEILING PROFILE - 3P single

Black 1895-02 
White 1895-03 

Black 1896-02 
White 1896-03 

485



Black 100-8002-225750 
White 100-8003-225750

std.cable + coax cable std.cable + coax cable std.cable + coax cable

CEILING S2/ SET 50

Ø 50

Black 100-8002-225760 
White 100-8003-225760

CEILING S2/ SET 60

Ø 60

Black 100-8002-225500 
White 100-8003-225500

CEILING S2/ SET 90

Ø 90

135

45

Black 100-8002-225640 
White 100-8003-225640

std.cable + coax cable

CEILING BASE

Ø 50

Black 100-8002-225650 
White 100-8003-225650

driver intern 
std.cable + coax cable

CEILING BASE LARGE

Ø 75

Ø 54 mmØ 65 mm Ø 22- 36 mm Ø 22- 36 mm
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Black 1893-02 
White 1893-03 

CEILING BASE CLUB 3

Black 1894-02 
White 1894-03 

CEILING BASE CLUB 5

Ceiling base Black + 3x Cliffhanger Black 1897-02-02 

Ceiling base Black + 3x Cliffhanger Brass 1897-02-110 

Ceiling base White + 3x Cliffhanger White 1897-03-03 

Ceiling base White + 3x Cliffhanger Brass 1897-03-110

Ceiling base Black + 3x Cliffhanger Black 1898-02-02 

Ceiling base Black + 3x Cliffhanger Brass 1898-02-110 

Ceiling base White + 3x Cliffhanger White 1898-03-03 

Ceiling base White + 3x Cliffhanger Brass 1898-03-110

CEILING BASE - 3 POINT KIT CEILING BASE - 5 POINT KIT

3x Cliffhanger 5x Cliffhanger

Ø 300 Ø 400

50 50

20 20

14 14

135 135

Ø 75 Ø 75

CEILING BASES 487



INSTALLATION OF LED 
for dummies

+L

N -

+L

N -

CONSTANT CURRENT : SERIAL CONNECTION
f.e. ATSJI spots have a constant current LED inside (CC). If connected on 
1 driver they should always be put in  serial connection. Otherwise the 
ATSJI spot will not work are give less lumenoutput. 
Please ask our salesteam for max. amount of fixtures on 1 driver. 

CONSTANT VOLTAGE : PARALLEL CONNECTION
f.e. NINZA led profiles have a constant voltage LED inside (CV). If 
connected on 1 driver they should always be put in  parallel connection. 
Please ask our salesteam for the driver selection. 

CONSTANT CURRENT : WRONG PARALLEL CONNECTION CONSTANT VOLTAGE : WRONG SERIAL CONNECTION

+L

N -

L

N

+

-

power  
supply

power  
supply

power  
supply

power  
supply

24 V

24 V

220-240Vac

220-240Vac

220-240Vac

68 V

34 V 34 V

CC 350mA

68 V

CC 350mA

175 mA 175 mA

24 V

24 V

24Vdc

24Vdc
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DIMMING LED’S
for dummies

SWITCHED ON POWER SUPPLY CONNECTION WRONG 
The LED fixture (f.e. ATSJI) has a maximum input voltage. Connecting 
the fixture to a switched on powersupply can can exceed the 
secundary side  max. voltage and thus damage the LED fixtures. 

f.e. Atsji specifications = 14W , driven @ 350mA cc, Vf 34V

power  
supply

 
+

+

-

L

N -

+
+

-

L

N -

DIMMING TYPE  4 = PHASE CUT DIM.

power supply
CC or CV

220-240Vac

220-240Vac

+

-

L

N

DIMMING TYPE  3 = DALI DIM.

power supply

DALI

CC or CV

220-240Vac
+

-

L

N

power supply

1-10V

DIMMING TYPE  2 = 1-10V DIM.

CC or CV

220-240Vac
+

-

L

N

power  
supply

CC 350mA

220-240Vac

34 V

CC 350mA

220-240Vac

34 V

!!! check max. cable length & cross-section.
!!! check max. number of fixtures / wattage
!!! check dimmer compatibility

!!! check max. cable length & cross-section.
!!! check max. number of fixtures / wattage
!!! check dimmer compatibility

!!! check max. cable length & cross-section.
!!! check max. number of fixtures / wattage
!!! check dimmer compatibility

DANGER

DANGER
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ZONE 0 refers to the content of the bath or shower. Here, electrical appliances are out of the question. If you still want a place in your 
bath or shower, it must have an IP rating of minimum IPX7 (protection against submersion) and operate on a VLSV (Very Low Safety 
Voltage). VLSV refers to either 12V AC or 25V DC. It is best to have the lighting in zone 0 installed by a qualified electrician

ZONE I refers to the zone up to 2.25 meters above the bottom of the bath or shower. Lighting in this zone should also work on a VLSV. The 
IP value in zone 1 must not be lower than IPX5 (protection against water jets).

ZONE II then goes up to 60 cm around the bath or shower. A VLSV is also required within this zone. 230V voltage is possible, in case it is a 
spot that is at least 1.60m from the ground. This spot must be connected to a differential of 30mA at the same time. In zone 2, a minimum 
IP value of IPX4 is  required.

second digit: liuid ingress protection

immersion into water up to 1 m depth

waterjet

splashing water

first digit : solid particle protection

IP VALUES - SAFETY ZONES 
Dark lights suitable for each zone

ZONE I

ZONE I

ZONE II ZONE II

ZONE II ZONE II

ZONE 0

ZONE II

ZONE 0

MINIMUM

MINIMUM

ZONE 0

ZONE II

IP X7

IP X4

NINZA IP 67   

NINZA IP 65   
TAQI IP 65   

APETITO IP 44   
ATSJI IP 44   

ATSJOEM IP 44   
TWERKIT IP 44   

ZONE I

IP X5
MINIMUM

60 cm

60 cm

60 cm

25
5 

cm

IP XX

IP X7

IP X5

IP X4
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CE regulations

Class II

Class I (ground)

NO
UV/IR no ultraviolet or infrared light

UGR
Unified glaring ratio optimized

230 V 220-240 V ac power supply

Class III

UGR <19
prismatic

Unified glaring ratio <19
using prismatic diffuser

960°

850°

650°

Glow wire testing

IP20

IP65

IP44

IP40
Protection degree

Downlight

Up & Downlight

Down side light

Up side light

Wall installation

Wall or ceiling installation

Floor installation

Surface / Suspended / Recessed installation

Outdoor

Outdoor covered

Indoor

365°

180°
Vertical adjustable angle

Horizontal adjustable angle

LED
CV Constant voltage driver

LED
CC Constant current led inside

5V USB charging adapter

Remote control

8h Battery life

Using sensor ready certified components

Used materialsAlu

Cut out dimensions
Ø 42 mm
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DARK at night nv
Vliegplein 43 

9991 Maldegem – Belgium 
+32 50 71 81 40

info@dark.be 
www.dark.be

www.pinterest.com/pindarkwww.facebook.com/wealllovethedark www.instagram.com/dark.be

© DARK 2021 - Dark has the right to change any technical data, dimensions, colors and characteristics without prior notice. All rights reserved.  
Please check always the latest technical data sheets on www.dark.be.

Dark is very proud to present this collection and especially the fact that we have more than 80 international design awards.

Any reproduction of the Dark products is strictly forbidden and can seriously damage your health and endanger your bank account. 










